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Ultra High Light Output from a flush fitting package ideal for large area 
illumination – Truck Bodies & Trailers.

Utilising the latest in LED technology coupled with maximum operating 
efficiency,  the clever low power design extends operational life, reducing 
vehicle operating costs.

125 Series – Ultra High Output LED Interior Light 

REF: PI1 ISS: 2

 Flush Fitting Design – Under 21mm

 Cool White 1100 lm Output (25 degree C)

 10 – 30 Volt  DC with Low Power Consumption

 Marine Grade Aluminium Housing,  E- Coated 

 Frosted Lens for improved appearance    

 IP67 Hermetically Sealed

PL.125.S.02   10 -30 Volt   LED Interior Lamp 1100 lm 
– Black Bezel

PL.125.S.04   10 -30 Volt   LED Interior Lamp 1100 lm 
– White Bezel

PL.130.S.03 LED Round Interior 372 lm

PL.130.S.04                    LED Round Interior 745 lm

Functions: LED Interior Light 

Homologation: ECE

Voltage:   10 – 30 Volts

Power Consumption :  1.06W (12V)

1.08W (24V)

Connection : 2 Core 300mm Cable

Fixing : M5 Bolt

IP Rating : IP67 Hermetically Sealed

Material :  Lens – Polycarbonate | Housing – Aluminium  

Temperature Range :  -30°C to +40°C 


